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IIIMMMPPPOOORRRTTTAAANNNTTT:::

    
PLEASE  READ THE ENTIRE OPERATING 

MANUAL BEFORE PERFORMING THE FIRST 
SERVICE  

 

Indicates an Important Operating or Set-Up 
Procedure   

   

SSSAAAFFFEEETTTYYY   PPPRRREEECCCAAAUUUTTTIIIOOONNNSSS

      

ALWAYS WEAR EYE PROTECTION  

 

PERFORM SERVICE IN WELL-VENTILATED 
AREAS OR USE TAILPIPE EXHAUST HOSES  

 

NEVER LEAVE VEHICLE UNATTENDED WHILE 
PERFORMING SERVICE  

 

FOR VEHICLES REQUIRING NEUTRAL 
POSITION, ALWAYS APPLY PARKING BRAKE  

 

BE SURE HOSE CONNECTIONS ARE TIGHT  

 

BE SURE THAT THERE ARE NO PINCHED 
HOSES AND THAT ALL HOSES AND LINES 
ARE CLEAR OF FAN, EXHAUST AND ANY 
MOVING PARTS  

Important 
Safety 
Information
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Transmission Service with the Tranny Flusher  

The number one reason for transmission failure is fluid 
breakdown. Over time, the automatic transmission fluid (ATF) 
becomes contaminated and loses its viscosity and the ability to 
lubricate the moving parts within the transmission. 
Conventional service methods of dropping the pan and 
changing the filter result in only about 30-40% of the total ATF 
in the transmission being drained out. That leaves 60-70% of 
the old ATF to be mixed with the new ATF introduced during 
service. Therefore, adequate lubrication is not achieved.

  

The Tranny Flusher replaces 100% of the old ATF with new, 
using a process much like a blood transfusion. As old ATF 
flows into the Tranny Flusher, new ATF is reintroduced into 
the transmission, including the torque converter and cooling 
lines. The net result is the revitalization of the transmission 
lubrication to virtually new specifications.  

Introduction
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